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Sample Description Clients Ref : "Soft Step Blue"

Crumbed Foam Underlay

Colour : Blue

End Use : Residential and Commercial

Re-processed sponge, scrim with meshNominal Composition :

Nominal Mass per Unit Area/Density : 560g/m2

Nominal Thickness : 8mm
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ASTM C518-2021 Steady-State Thermal Transmission Properties by Means of the Heat Flow Apparatus 

Test Date 10-03-2026

Test Apparatus Lasercomp Fox 314

Sample Orientation Horizontal

Heat Flow Direction Up

Mean Test Temperature 23 °C

Temperature Differential 20 °C

Average Thermal Gradient 2544.6 K/m

Estimated uncertainty in results 3.1 %

Specimen 1 2

Specimen Thickness 

(as received)

7.9 mm7.9

Specimen Thickness 

(as tested)

7.9 mm7.9

Specimen Density 

(as tested)

72 kg/m³74

Test Duration 00:26 hrs:mins00:34

Measured Heat Flux 87.3 W/m²87.4

Measured Thermal Conductance 4.3596 W/m²K4.3696

Measured Thermal Conductivity 0.0343 W/m.K0.0343

Thermal Resistance 0.23 m²K/W0.23

The calibration of the Heat Flow Apparatus was checked immediately prior to the commencement 

of the test.
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